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1 About This Document

Purpose

This document describes how to install and commission a network switch for three
or more DC power units connected in parallel.

The figures provided in this document are for reference only.

Intended Audience

The document is intended for:

● Hardware installation engineers

● Installation and commissioning engineers

● Onsite maintenance engineers

● System maintenance engineers

Symbol Conventions

The symbols that may be found in this document are defined as follows.

Symbol Description

Indicates a hazard with a high level of risk which, if not
avoided, will result in death or serious injury.

Indicates a hazard with a medium level of risk which, if not
avoided, could result in death or serious injury.

Indicates a hazard with a low level of risk which, if not
avoided, could result in minor or moderate injury.

Indicates a potentially hazardous situation which, if not
avoided, could result in equipment damage, data loss,
performance deterioration, or unanticipated results.
NOTICE is used to address practices not related to personal
injury.
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Symbol Description

Supplements the important information in the main text.
NOTE is used to address information not related to personal
injury, equipment damage, and environment deterioration.

 

Change History
Issue Date Description

01 2026-04-13 This issue is the first official release.
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2 Safety Information

Statement

Before transporting, storing, installing, operating, using, and/or maintaining
the equipment, read this document, strictly follow the instructions provided
herein, and follow all the safety instructions on the equipment and in this
document. In this document, "equipment" refers to the products, software,
components, spare parts, and/or services related to this document; "the Company"
refers to the manufacturer (producer), seller, and/or service provider of the
equipment; "you" refers to the entity that transports, stores, installs, operates,
uses, and/or maintains the equipment.

The DANGER, WARNING, CAUTION, and NOTICE statements described in this
document do not cover all the safety precautions. You also need to comply with
relevant international, national, or regional standards and industry practices. The
Company shall not be liable for any consequences that may arise due to
violations of safety requirements or safety standards concerning the design,
production, and usage of the equipment.

The equipment shall be used in an environment that meets the design
specifications. Otherwise, the equipment may be faulty, malfunctioning, or
damaged, which is not covered under the warranty. The Company shall not be
liable for any property loss, personal injury, or even death caused thereby.

Comply with applicable laws, regulations, standards, and specifications during
transportation, storage, installation, operation, use, and maintenance.

Do not perform reverse engineering, decompilation, disassembly, adaptation,
implantation, or other derivative operations on the equipment software. Do not
study the internal implementation logic of the equipment, obtain the source code
of the equipment software, violate intellectual property rights, or disclose any of
the performance test results of the equipment software.

The Company shall not be liable for any of the following circumstances or
their consequences:

● Equipment damage due to force majeure such as earthquakes, floods,
volcanic eruptions, debris flows, lightning strikes, fires, wars, armed conflicts,
typhoons, hurricanes, tornadoes, and other extreme weather conditions

● Operation beyond the conditions specified in this document
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● Installation or use in environments that do not comply with international,
national, or regional standards

● Installation or use by unqualified personnel
● Failure to follow the operation instructions or safety precautions on the

product or in this document
● Unauthorized modifications to the product or software code or removal of the

product
● Damage caused during transportation by you or a third party authorized by

you
● Storage conditions that do not meet the requirements specified in this

document
● Failure to comply with local laws, regulations, and related standards due to

the materials and tools prepared by the customer
● Interruption or suspension caused by power failures, billing system faults,

computer errors or viruses, hacker attacks, theft, data loss, or any other factor
beyond the reasonable control of the Company's equipment

● Network faults, equipment faults, or configuration adjustment of third-party
charging products

● Damage caused by your or a third party's negligence, intentional breach,
gross negligence, or improper operations or damage not caused by the
Company

2.1 Personal Safety

D ANGER

Ensure that power is off during installation. Do not install or remove a cable with
power on. Transient contact between the core of the cable and the conductor will
generate electric arcs or sparks, which may cause a fire or personal injury.

D ANGER

Non-standard and improper operations on the energized equipment may cause
fire or electric shocks, resulting in property damage, personal injury, or even death.

D ANGER

Before operations, remove conductive objects such as watches, bracelets, bangles,
rings, and necklaces to prevent electric shocks.
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D ANGER

During operations, use dedicated insulated tools to prevent electric shocks or short
circuits. The dielectric withstanding voltage level must comply with local laws,
regulations, standards, and specifications.

WARNING

During operations, wear personal protective equipment such as protective
clothing, insulated shoes, goggles, safety helmets, and insulated gloves.

Figure 2-1 Personal protective equipment

General Requirements
● Do not stop protective devices. Pay attention to the warnings, cautions, and

related precautionary measures in this document and on the equipment.

● If there is a likelihood of personal injury or equipment damage during
operations, immediately stop, report the case to the supervisor, and take
feasible protective measures.

● Do not power on the equipment before it is installed or confirmed by
professionals.

● Do not touch the power supply equipment directly or with conductors such as
damp objects. Before touching any conductor surface or terminal, measure
the voltage at the contact point to ensure that there is no risk of electric
shock.

● Do not touch a running fan with your hands, components, screws, tools, or
boards. Otherwise, personal injury or equipment damage may occur.

● In the case of a fire, immediately leave the building or the equipment area
and activate the fire alarm or call emergency services. Do not enter the
affected building or equipment area under any circumstances.
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Personnel Requirements
● Only professionals and trained personnel are allowed to operate the

equipment.
– Professionals: personnel who are familiar with the working principles and

structure of the equipment, trained or experienced in equipment
operations and are clear of the sources and degree of various potential
hazards in equipment installation, operation, maintenance

– Trained personnel: personnel who are trained in technology and safety,
have required experience, are aware of possible hazards on themselves in
certain operations, and are able to take protective measures to minimize
the hazards on themselves and other people

● Personnel who plan to install or maintain the equipment must receive
adequate training, be able to correctly perform all operations, and understand
all necessary safety precautions and local relevant standards.

● Only qualified professionals or trained personnel are allowed to install,
operate, and maintain the equipment.

● Only qualified professionals are allowed to remove safety facilities and inspect
the equipment.

● Personnel who will perform special tasks such as electrical operations,
working at heights, and operations of special equipment must possess the
required local qualifications.

● Only authorized professionals are allowed to replace the equipment or
components (including software).

● Only personnel who need to work on the equipment are allowed to access
the equipment.

2.2 Electrical Safety

D ANGER

Before connecting cables, ensure that the equipment is intact. Otherwise, electric
shocks or fires may occur.

D ANGER

Non-standard and improper operations may result in fire or electric shocks.

D ANGER

Prevent foreign matter from entering the equipment during operations. Otherwise,
short circuits, equipment damage, load power derating, power failure, or personal
injury may occur.
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WARNING

For the equipment that needs to be grounded, install the ground cable first when
installing the equipment and remove the ground cable last when removing the
equipment.

CA UTION

Do not directly connect aluminum cables to prevent electrochemical corrosion of
copper and aluminum.

General Requirements
● Follow the procedures described in the document for installation, operation,

and maintenance. Do not reconstruct or alter the equipment, add
components, or change the installation sequence without permission.

● Install temporary fences or warning ropes and hang "No Entry" signs around
the operation area to keep unauthorized personnel away from the area.

● Before installing or removing power cables, turn off the switches of the
equipment and its upstream and downstream switches.

● The charging station shall be equipped with sufficient power access capacity
for the equipment. The AC input voltage and current of the equipment shall
meet the technical specifications.

● When an emergency occurs, power off the equipment immediately (press an
emergency stop button if any). Do not perform other operations. Contact
professionals to perform subsequent operations.

● If any liquid is detected inside the equipment, disconnect the power supply
immediately and do not use the equipment.

● Before performing operations on the equipment, check that all tools meet the
requirements and record the tools. After the operations are complete, collect
all of the tools to prevent them from being left inside the equipment.

● Before installing power cables, check that cable labels are correct and cable
terminals are insulated.

● When installing the equipment, use a torque tool of a proper measurement
range to tighten the screws. When using a wrench to tighten the screws,
ensure that the wrench does not tilt and the torque error does not exceed
10% of the specified value.

● Ensure that bolts are tightened with a torque tool and marked in red and blue
after double-check. Installation personnel mark tightened bolts in blue.
Quality inspection personnel confirm that the bolts are tightened and then
mark them in red. (The marks must cross the edges of the bolts.)

● Ensure that all slots are installed with boards or filler panels. Avoid hazards
caused by hazardous voltages or energy on boards. Ensure that the air
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channel is normal, control electromagnetic interference, and prevent dust and
other foreign objects on the backplane, baseplate, and boards.

● After the installation is complete, ensure that protective cases, insulation
tubes, and other necessary items for all electrical components are in position
to avoid electric shocks.

● After the installation is complete, clean up the installation tools, metal parts,
and sundries inside and around the equipment in a timely manner.

● If the equipment has multiple inputs, disconnect all the inputs and wait until
the equipment is completely powered off before performing operations on the
equipment.

● Before maintaining a downstream electrical or power distribution device, turn
off the output switch on the power supply equipment.

● During equipment maintenance, attach "Do not switch on" labels near the
upstream and downstream switches or circuit breakers as well as warning
signs to prevent accidental connection. The equipment can be powered on
only after troubleshooting is complete.

● If fault diagnosis and troubleshooting need to be performed after power-off,
take the following safety measures: Disconnect the power supply. Check
whether the equipment is live. Install a ground cable. Hang warning signs and
set up fences.

● Check equipment connections periodically, ensuring that all screws are
securely tightened.

● Only qualified professionals can replace a damaged cable.
● Do not scrawl, damage, or block any labels or nameplates on the equipment.

Promptly replace labels that have worn out.
● Do not use solvents such as water, alcohol, or oil to clean electrical

components inside or outside of the equipment.

Grounding Requirements
● Ensure that the grounding impedance of the equipment complies with local

electrical standards.
● Ensure that the equipment is connected permanently to the protective

ground. Before operating the equipment, check its electrical connection and
ensure that the equipment is reliably grounded (the grounding resistance is
less than or equal to 4 Ω).

● Do not operate the equipment in the absence of a properly installed ground
conductor.

● Do not damage the ground conductor.
● For the equipment that uses a three-pin socket, ensure that the ground

terminal in the socket is connected to the protective ground point.
● If high touch current may occur on the equipment, ground the protective

ground terminal on the equipment enclosure before connecting the power
supply; otherwise, electric shock as a result of touch current may occur.

Cabling Requirements
● When selecting, installing, and routing cables, follow local safety regulations

and rules.
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● When routing power cables, ensure that there is no coiling or twisting. Do not
join or weld power cables. If necessary, use a longer cable.

● After a cable is split, take protective measures on the split cable terminals.
● Ensure that all cables are properly connected and insulated, and meet

specifications.
● Ensure that the slots and holes for routing cables are free from sharp edges,

and that the positions where cables are routed through pipes or cable holes
are equipped with cushion materials to prevent the cables from being
damaged by sharp edges or burrs.

● Ensure that cables of the same type are bound together neatly and straight
and that the cable sheath is intact. When routing cables of different types,
ensure that they are away from each other without entanglement and
overlapping.

● When cable connection is completed or paused for a short period of time, seal
the cable holes with sealing putty immediately to prevent small animals or
moisture from entering.

● Secure buried cables using cable supports and cable clips. Ensure that the
cables in the backfill area are in close contact with the ground to prevent
cable deformation or damage during backfilling.

● If the external conditions (such as the cable layout or ambient temperature)
change, verify the cable usage in accordance with the IEC-60364-5-52 or local
laws and regulations. For example, check that the current-carrying capacity
meets requirements.

● Do not perform any improper operations, for example, dropping cables
directly from a vehicle. Otherwise, the cable performance may deteriorate due
to cable damage, which affects the current-carrying capacity and temperature
rise.

ESD Requirements

NO TICE

The static electricity generated by human bodies may damage the electrostatic-
sensitive components on boards, for example, the large-scale integrated (LSI)
circuits.

● When touching the equipment and handling boards, modules with exposed
circuit boards, or application-specific integrated circuits (ASICs), observe ESD
protection regulations and wear ESD clothing and ESD gloves or a well-
grounded ESD wrist strap.
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Figure 2-2 Wearing an ESD wrist strap

● When holding a board or a module with exposed circuit boards, hold its edge
without touching any components. Do not touch the components with bare
hands.

● Package boards or modules with ESD packaging materials before storing or
transporting them.

2.3 Environment Requirements

D ANGER

Do not expose the equipment to flammable or explosive gas or smoke. Do not
perform any operation on the equipment in such environments.

D ANGER

Do not store any flammable or explosive materials in the equipment area.

D ANGER

Do not place the equipment near heat sources or fire sources, such as smoke,
candles, heaters, or other heating devices. Overheat may damage the equipment
or cause a fire.

WARNING

To prevent damage or fire due to high temperature, ensure that the ventilation
vents or heat dissipation systems are not obstructed or covered by other objects
while the equipment is running.

FusionCharge Network Switch
Installation and Commissioning Guide 2 Safety Information

Issue 01 (2026-04-13) Copyright © Huawei Digital Power Technologies Co., Ltd. 10



General Requirements
● Ensure that the equipment is stored in a clean, dry, and well ventilated area

with proper temperature and humidity and is protected from dust and
condensation.

● Keep the installation and operating environments of the equipment within the
allowed ranges. Otherwise, its performance and safety will be compromised.

● Do not install, use, or operate outdoor equipment and cables (including but
not limited to moving equipment, operating equipment and cables, inserting
connectors to or removing connectors from signal ports connected to outdoor
facilities, working at heights, performing outdoor installation, and opening
doors) in harsh weather conditions such as lightning, rain, snow, and level 6
or stronger wind.

● Do not install the equipment in an environment with dust, smoke, volatile or
corrosive gases, infrared and other radiations, organic solvents, or salty air.

● Do not install the equipment in an environment with conductive metal or
magnetic dust.

● Do not install the equipment in an area conducive to the growth of
microorganisms such as fungus or mildew.

● Do not install the equipment in an area with strong vibration, noise, or
electromagnetic interference.

● Ensure that the site complies with local laws, regulations, and related
standards.

● Ensure that the ground in the installation environment is solid, free from
spongy or soft soil, and not prone to subsidence. The site must not be located
in a low-lying land prone to water or snow accumulation, and the horizontal
level of the site must be above the highest water level of that area in history.

● Before opening doors during the installation, operation, and maintenance of
the equipment, clean up any water, ice, snow, or other foreign objects on the
top of the equipment to prevent foreign objects from falling into the
equipment.

● When installing the equipment, ensure that the installation base is solid
enough to bear the weight of the equipment.

● All cable holes must be sealed. Seal the used cable holes with sealing putty.
Seal the unused cable holes with the caps delivered with the equipment. The
following figure shows the criteria for correct sealing with sealing putty.

● After installing the equipment, remove the packing materials such as cartons,
foam, plastics, and cable ties from the equipment area.
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2.4 Mechanical Safety

D ANGER

When working at heights, wear a safety helmet and safety harness or waist belt
and fasten it to a solid structure. Do not mount it on an insecure moveable object
or metal object with sharp edges. Make sure that the hooks will not slide off.

WARNING

Ensure that all necessary tools are ready and inspected by a professional
organization. Do not use tools that have signs of scratches or fail to pass the
inspection or whose inspection validity period has expired. Ensure that the tools
are secure and not overloaded.

WARNING

Before installing equipment in a cabinet, ensure that the cabinet is securely
fastened with a balanced center of gravity. Otherwise, tipping or falling cabinets
may cause bodily injury and equipment damage.

WARNING

When pulling equipment out of a cabinet, be aware of unstable or heavy objects
in the cabinet to prevent injury.

WARNING

Do not drill holes into the equipment. Doing so may affect the sealing
performance and electromagnetic containment of the equipment and damage
components or cables inside. Metal shavings from drilling may short-circuit boards
inside the equipment.

General Requirements
● Repaint any paint scratches caused during equipment transportation or

installation in a timely manner. Equipment with scratches must not be
exposed for an extended period of time.

● Do not perform operations such as arc welding and cutting on the equipment
without evaluation by the Company.

● Do not install other devices on the top of the equipment without evaluation
by the Company.
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● When performing operations over the top of the equipment, take measures to
protect the equipment against damage.

● Use correct tools and operate them in the correct way.

Moving Heavy Objects
● Be cautious to prevent injury when moving heavy objects.

● If multiple persons need to move a heavy object together, determine the
manpower and work division with consideration of height and other
conditions to ensure that the weight is equally distributed.

● If two persons or more move a heavy object together, ensure that the object
is lifted and landed simultaneously and moved at a uniform pace under the
supervision of one person.

● Wear personal protective gears such as protective gloves and shoes when
manually moving the equipment.

● To move an object by hand, approach to the object, squat down, and then lift
the object gently and stably by the force of the legs instead of your back. Do
not lift it suddenly or turn your body around.

● Move or lift the equipment by holding its handles or lower edges. Do not hold
the handles of modules that are installed in the equipment.

● Do not quickly lift a heavy object above your waist. Place the object on a
workbench that is half-waist high or any other appropriate place, adjust the
positions of your palms, and then lift it.

● Move a heavy object stably with balanced force at an even and low speed. Put
down the object stably and slowly to prevent any collision or drop from
scratching the surface of the equipment or damaging the components and
cables.

● When moving a heavy object, be aware of the workbench, slope, staircase,
and slippery places. When moving a heavy object through a door, ensure that
the door is wide enough to move the object and avoid bumping or injury.

● When transferring a heavy object, move your feet instead of turning your
waist around. When lifting and transferring a heavy object, ensure that your
feet point to the target direction of movement.

● When transporting the equipment using a pallet truck or forklift, ensure that
the tynes are properly positioned so that the equipment does not topple.
Before moving the equipment, secure it to the pallet truck or forklift using
ropes. When moving the equipment, assign dedicated personnel to take care
of it.

● Choose sea or roads in good conditions for transportation. Do not transport
the equipment by railway or air. Avoid tilt or jolt during transportation.
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Working at Heights
● Any operations performed 2 m or higher above the ground must be

supervised properly.
● Only trained and qualified personnel are allowed to work at heights.
● Do not work at heights when steel pipes are wet or other risky situations

exist. After the preceding conditions no longer exist, the safety owner and
relevant technical personnel need to check the involved equipment. Operators
can begin working only after safety is confirmed.

● Set a restricted area and prominent signs for working at heights to warn away
irrelevant personnel.

● Set guard rails and warning signs at the edges and openings of the area
involving working at heights to prevent falls.

● Do not pile up scaffolding, scaffold planks, or other objects on the ground
under the area involving working at heights. Do not allow people to stay or
pass under the area involving working at heights.

● Carry operation machines and tools properly to prevent equipment damage or
personal injury caused by falling objects.

● Personnel involving working at heights are not allowed to throw objects from
the height to the ground, or vice versa. Objects shall be transported by slings,
hanging baskets, aerial work platforms, or cranes.

● Do not perform operations on the upper and lower layers at the same time. If
unavoidable, install a dedicated protective shelter between the upper and
lower layers or take other protective measures. Do not pile up tools or
materials on the upper layer.

● Dismantle the scaffolding from top down after finishing the job. Do not
dismantle the upper and lower layers at the same time. When removing a
part, ensure that other parts will not collapse.

● Ensure that personnel working at heights strictly comply with the safety
regulations. The Company is not responsible for any accident caused by
violation of the safety regulations on working at heights.

● Behave cautiously when working at heights. Do not rest at heights.

Using Ladders
● Use wooden or insulated ladders when you need to perform live-line working

at heights.
● Platform ladders with protective rails are preferred. Single ladders are not

recommended.
● Before using a ladder, check that it is intact and confirm its load bearing

capacity. Do not overload it.
● Ensure that the ladder is securely positioned and held firm.
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● When climbing up the ladder, keep your body stable and your center of
gravity between the side rails, and do not overreach to the sides.

● When a step ladder is used, ensure that the pull ropes are secured.
● If a single ladder is used, the recommended angle for the ladder against the

floor is 75 degrees, as shown in the following figure. A square can be used to
measure the angle.

● If a single ladder is used, ensure that the wider end of the ladder is at the
bottom, and take protective measures to prevent the ladder from sliding.

● If a single ladder is used, do not climb higher than the fourth rung of the
ladder from the top.

● If you use a single ladder to climb up to a platform, ensure that the ladder is
at least 1 m higher than the platform.
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Hoisting
● Only trained and qualified personnel are allowed to perform hoisting

operations.
● Install temporary warning signs or fences to isolate the hoisting area.
● Ensure that the foundation where hoisting is performed meets the load-

bearing requirements.
● Before hoisting objects, ensure that hoisting tools are firmly secured onto a

fixed object or wall that meets the load-bearing requirements.
● During hoisting, do not stand or walk under the crane or the hoisted objects.
● Do not drag steel ropes and hoisting tools or bump the hoisted objects

against hard objects during hoisting.
● Ensure that the angle between two hoisting ropes is no more than 60

degrees, as shown in the following figure.

Drilling Holes
● Obtain consent from the customer and contractor before drilling holes.
● Wear protective equipment such as safety goggles and protective gloves when

drilling holes.
● To avoid short circuits or other risks, do not drill holes into buried pipes or

cables.
● When drilling holes, protect the equipment from shavings. After drilling, clean

up any shavings.

2.5 Charging Equipment Safety

General Requirements
● When transporting the charging equipment separately, take proper protection

measures to avoid equipment damage caused by vibration, collision, or falling.
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● Keep children away from the charging dispenser.
● Do not place dangerous goods such as flammable, explosive, or combustible

materials, chemicals, or flammable steam near the charging dispenser.
● Do not use the equipment when water or electrolyte leakage occurs.
● Do not use the charging dispenser when it is faulty. Do not operate the

charging dispenser when charging exceptions occur. In such case, contact the
maintenance personnel promptly.

● Do not disassemble, repair, or modify the charging dispenser by yourself. If
you need to repair or modify the charging dispenser, contact professionals.
Improper operations may cause equipment damage, water leakage, or electric
leakage.

● Strictly follow the instructions on the label of the equipment. Otherwise,
electric shocks and fire may occur.

● If the equipment is equipped with an emergency stop button, O&M personnel
shall periodically check the button to ensure that it works properly.

● If a power failure occurs, only professional personnel or authorized O&M
personnel are allowed to repair the equipment.

● Do not get close to the charging equipment in case of fire or flooding. Notify
professionals who are familiar with the equipment and emergency handling
methods in a timely manner.

Charging Safety
● This equipment can only be used for electric vehicles.
● When the charging dispenser is not used, place the charging connector in its

holder to avoid contamination and damage.
● Before charging, check that the charging equipment is free from scratch, rust,

or crack, and that the charging port, cable, and plug are intact. Do not use
the equipment when it is damaged.

● Before charging, check that the charging connector, connector holder
insulator, contact pins, and port are free from foreign matter. If any foreign
matter is found, report to the relative personnel immediately and stop the
charging session.

● Before charging, ensure that the charging connector is properly inserted.
● Do not modify or disassemble the charging connector without permission. Do

not connect external cables or conversion adapters to the equipment.
Otherwise, charging exceptions or fire may occur.

● Do not use sharp objects such as screwdrivers or tweezers to contact the pin
holes on the charging connector or the pins on the connector holder.
Otherwise, the pins or pin holes may be damaged.

● Do not put your fingers into the charging plug.
● Do not immerse the charging connector in water.
● Do not step on or crunch the charging connector or cable.
● Do not touch the charging ports during a charging session.
● Do not remove the charging connector during charging to ensure personal

and vehicle safety.
● It is recommended that you stop charging during thunderstorms. Lightning

may damage the charging equipment.
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● When an emergency occurs, power off the equipment immediately (press an
emergency stop button if any). Do not perform other operations. Contact
professionals to perform subsequent operations.

● Do not drive the vehicle during charging. Charge the vehicle when it has
stopped. Turn off the engine before charging a hybrid electric vehicle.

● Ensure that the whole charging process is monitored. In case of extreme
weather such as typhoon, rainstorm, and hailstone, terminate the charging
process immediately.

● After charging is complete, start the vehicle only after the charging connector
is unplugged.
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3 Installation Preparations

In a parallel system with three or more power units, install a network switch to
enable communication between power units.

3.1 Preparing Materials

Table 3-1 Network switch (98012423)

Item Quantity Unit Figure (Subject to the Actual Product)

Network switch
(S5731I-
L8T2S2XN)

1 -

Wiring terminal
of the power
cable for the
network switch

1 -

PE cable for the
network switch

1 -

 

Table 3-2 Mounting kit for the network switch (21022439)

Item Quantity Unit Figure (Subject to the Actual Product)

Network switch
mounting kita

1 -

M6 screw 2 -
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Item Quantity Unit Figure (Subject to the Actual Product)

M4 screw 1 -

a: The network switch material package contains two types of network switch mounting kits.
Select the mounting kit whose guide rail is on the right, as shown in the figure.

 

Table 3-3 Power cable for the network switch (04099928)

Item Quantity Unit Figure (Subject to the Actual Product)

Power cable for
the network
switch

1 -

 

3.2 Preparing Tools

Table 3-4 Personal protective equipment (PPE)

Safety helmet Goggles Protective shoes Reflective vest

Protective gloves Insulated gloves
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Table 3-5 Installation tools

Insulated torque
socket wrench
(M6/M10/M12/
M16)

Phillips insulated
torque
screwdriver
(M4/M6)

Flat-head
insulated torque
screwdriver
(M4)

Small flat-head
insulated
screwdriver

Adjustable torque
wrench

Diagonal pliers Multimeter T20 security torx
screwdriver

 

Table 3-6 Other tools

Ladder Marker

 

Table 3-7 Optional tools

Plastic handle
Used to turn on
or off AC input
circuit breakers.
Contact technical
support to
purchase the tool.
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4 Installing a Network Switch

D ANGER

● Wear PPE and use dedicated insulated tools to avoid electric shocks or short
circuits.

● Prior to maintenance, power off the equipment.
● Do not use wet cloth to clean exposed copper bars or other conductive parts.

NO TE

Wear insulated gloves when touching parts (such as circuit breakers, power terminals, or
power cables) that may be energized.

4.1 System Power-Off
Step 1 Turn off the upstream circuit breakers of the two inputs and wait about two

minutes until the power unit is completely powered off. Attach warning labels
such as "No switching on" at the upstream circuit breakers.

Step 2 Open the AC input door of the power unit and turn off the two AC input circuit
breakers using the plastic handle.

Step 3 Open the rectifier rear door of the power unit and turn off the upstream circuit
breaker of the auxiliary power supply.

Step 4 Loosen the three M4 screws and remove the busbar protective cover. Set the
multimeter to an appropriate DC voltage level and measure the busbar voltage.
Ensure that the measurement result is 0 V DC.

Step 5 Reinstall the busbar protective cover, and tighten the three M4 screws to 1.2 N·m.
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Figure 4-1 Measuring the busbar voltage

Step 6 Open the rectifier front door of the power unit and check that the indicators of all
modules are off.

Step 7 Open the main control front door of the power unit, remove the baffle plate, and
check that all indicators of the auxiliary power supply are off.

----End

4.2 Installing a Network Switch and Cables

D ANGER

● Turn off the upstream circuit breakers before maintenance or replacement.
● After opening the cabinet door, measure the AC and DC voltages in the cabinet

before replacing components to prevent personal injury.

Prerequisites
● The insulated gloves, protective gloves, small flat-head insulated screwdriver,

insulated torque Phillips screwdriver (M4), insulated torque socket wrench
(M6), adjustable torque wrench, plastic handle, and key to the cabinet door
are available.

● The network switch is intact.
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NO TICE

You are advised to power on the module within 24 hours after unpacking. If the
module cannot be powered on in time, place it in a dry indoor environment
without corrosive gases.

NO TE

Wear insulated gloves when touching parts (such as circuit breakers, power terminals, or
power cables) that may be energized.

Procedure

Step 1 Take out the network switch, network switch mounting kit, power cable, and PE
cable from the fitting bag.

Step 2 Preinstall the power cable and PE cable on the side of the network switch.

1. Install the PE cable for the network switch.
2. Install the wiring terminal of the power cable for the network switch. Connect

the brown wire to the IN DC+ wiring terminal and the blue wire to the IN DC–
wiring terminal. Connect the wiring terminals to the + and – ports of the
power input port DC1 on the network switch, and use a screwdriver to tighten
the screws.

Figure 4-2 Preinstalling a power cable and PE cable on the side of a network
switch

(1) PE point of the network switch (2) Power port of the network switch

Step 3 Install the network switch on the mounting kit.

1. First, slightly tilt the network switch so that its left snap-fit engages with one
side of the guide rail of the mounting kit. Pull out the spring clips of the
network switch and use them to secure the network switch to the guide rail
of the mounting kit. After the network switch is secured, the spring clips
automatically spring back.
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Figure 4-3 Network switch and its mounting kit

(1) Spring clips of the
network switch

(2) Snap-fit of the network
switch

(3) Guide rail of the
mounting kit for the network
switch

Figure 4-4 Securing a network switch

Step 4 Connect the PE cable between the network switch and the mounting kit.

NO TE

After cables are connected, bind them according to the binding points.

Figure 4-5 Installing a PE cable for a network switch
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Step 5 Install the network switch mounting kit on the main control front door of the
power unit.

NO TE

If multiple power units are connected in parallel, you are advised to install the network
switch on the power unit in the central position. You can also install the network switch on
any power unit as required.

Figure 4-6 Installing a network switch mounting kit

Step 6 Connect the communications cable and power cable.

1. Connect the communications cable of the network switch to the FE3 network
port on the main control module.

NO TE

– The communications cable of the network switch is prepared by the customer
based on the actual requirements of the site.

– You are advised to connect the communications cables of all parallel power units
to the network switch based on the network port number sequence.

Figure 4-7 Connecting a communications cable of a network switch to a
power unit

2. Route the power cable of the network switch through the cable trough along
the side of the cabinet from the main control front door to the main control
rear door.
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3. Press the button on the right of the spring terminal J13 12V OUT, connect the
brown and blue wires of the power cable to the OUT DC+ and OUT DC–
ports, and tighten the screws using a screwdriver.

Figure 4-8 Connecting a power cable of a network switch

Step 7 Connect communications cables between the network switch and multiple power
units (n ≥ 3).
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Figure 4-9 Connecting communications cables between a network switch and
multiple power units (n ≥ 3)

----End

4.3 Verifying the Installation
After the installation is complete, check the installation.

Checking the Installation of the Network Switch

Table 4-1 Installation checklist of the network switch

No. Check Item Result

1 The screws on the network switch are tightened. □ Passed □ Failed

2 The PE cable of the network switch is securely
connected.

□ Passed □ Failed
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No. Check Item Result

3 The communications cable of the network switch is
securely connected.

□ Passed □ Failed

 

Checking the Environment

Table 4-2 Environment checklist

No. Check Item Result

1 There is no unnecessary adhesive tape or cable ties
on cables.

□ Passed □ Failed

2 There is no adhesive tape, cable ties, paper scraps,
or packing materials around the devices.

□ Passed □ Failed

3 After the installation is complete, the installation
tools, metal parts, and sundries inside and around
the devices are removed in a timely manner.

□ Passed □ Failed
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5 Configuration of the S5731I-L8T2S2XN
Network Switch Connected to Power Units in

a Parallel System
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5.1 Network Switch Description

Table 5-1 Network switch port description
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No
.

Silks
cree
n

Name Color Statu
s

Description

1 PWR
1

Indicator
of power
module
1

- Off Power module 1 is not supplying
power or is abnormal.

Green Stead
y on

Power module 1 is working properly.

2 PWR
2

Indicator
of power
module
2

- Off Power module 2 is not supplying
power or is abnormal.

Green Stead
y on

Power module 2 is working properly.

3 SYS System
status
indicator

- Off The system is not running.

Green Blinki
ng
fast

The system is being started.

Green Stead
y on

The SYS indicator is steady green for
no more than 30 seconds during
system startup preparation.

Green Blinki
ng
slow

The system is running properly.

4 ALM Alarm
indicator

Red Stead
y on

A fault or temperature alarm has
been generated for the system.

- Off The system is normal.

5 1–8 Electrical
port
indicator
(one
indicator
for each
port)

Arrowheads
show the
positions of
ports. A down
arrowhead
indicates a
port at the
bottom, and
an up
arrowhead
indicates a
port at the
top.

Meanings of service port indicators
vary in different modes. For details,
see the following table.

6 9
and
10
1
and
2

Optical
port
indicator
(one
indicator
for each
port)

-
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No
.

Silks
cree
n

Name Color Statu
s

Description

7 MO
DE

Mode
indicator

Green Stead
y on

The device works as a remote unit
(RU).

- Off The device works in web
management mode.

 

Table 5-2 Port indicator description

Display Mode Color Status Meaning

Default mode - Off The port is not connected or has
been shut down.

Green Steady
on

The port is connected.

Green Blinking The port is sending or receiving
data.

 

5.2 Preparations
NO TE

S5731I-L series industrial network switches support web management mode.

Step 1 The browser installed on the PC must be Microsoft Edge 88.0 or later, Firefox 78.0
or later, or Chrome 87.0 or later. If the browser version or browser patch version is
not within the preceding ranges, the web page may not be displayed properly. In
this case, update the browser and browser patch in a timely manner.

Step 2 Connect a PC to any electrical port on the device. A PC cannot be connected to
multiple devices. Otherwise, IP address conflicts may occur, and you may fail to
log in to the desired device.

Step 3 Configure the default settings of the network switch.

Item Configuration

Default IP address 10.1.1.100

Default subnet mask 255.255.255.0

Default gateway 10.1.1.101

 

Step 4 Set an IP address for the PC.

To ensure that the PC can communicate with the device, configure an IP address
for the PC in the same network segment as the default login IP address of the
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device, and set the gateway address to the IP address of the login interface. You
can configure the IP address and default gateway of the PC by referring to the IP
address of the PC. Log in to the web management system of the device.

Item Configuration

IP address 10.1.1.x, where x is recommended to
be a value ranging from 2 to 254 and
cannot be 100.

Default subnet mask 255.255.255.0

Default gateway 10.1.1.1

 

Step 5 Open a browser on the PC, enter http://10.1.1.100 in the address box, and log in
to the web management system of the device.

Step 6 When you log in for the first time, the system prompts you to register a username
and set the password, as shown in the following figure. Enter the username,
password, and confirm password. Click Sign Up.

Note: The username must contain 1 to 32 characters, including digits, uppercase
letters, lowercase letters, and the following special characters: _.-. The username
must start with a digit, uppercase letter, lowercase letter, or underscore (_). The
password must contain 8 to 128 characters, including at least three of the
following types: digits, uppercase letters, lowercase letters, and special
characters !"#$%&'()*+,-./:;<=>?@[\]^_`{|}~
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Step 7 After the username and password are set, the login page is automatically
displayed. Enter the username and password and click Log In to access the web
configuration page.

Step 8 If a user has logged in for more than 90 days, the system displays a message
indicating that the password has expired, as shown in the following figure.

Step 9 Click OK and you will be directed to the page as shown in the following figure.
Enter the username, password, and new password, and click OK. The login page is
displayed.
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----End

5.3 Upgrading the Network Switch Software
Step 1 Check the software version of the device on the home page. If the software

version is V600R025C00SPC500 or later, no update is required. Otherwise, go to
step 2.
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Step 2 Perform the update by referring to the following document:

CloudEngine S5731I-L Series V600R025C00 Upgrade Guide

----End

5.4 Configuring the Network Switch VLAN
Step 1 Choose LAN > VLAN and enable VLAN Mode.

Step 2 Click Add.

Step 3 On the page that is displayed, enter 400 in VLAN ID. Select Creating a VLANIF
interface, set the IP address to 192.168.16.12, set the Subnet Mask to
255.255.255.0 for subsequent commissioning, and click OK.
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Step 4 Click Add again. On the page that is displayed, enter 500 in VLAN ID. Select
Creating a VLANIF interface, set the IP address to 192.168.18.12, set the Subnet
Mask to 255.255.255.0 for subsequent commissioning, and click OK.
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Step 5 The following figure shows the configuration result.

----End

5.5 Configuring Network Switch Ports
Step 1 The power unit communicates with other power units through a network switch.

You need to modify the port configuration. Assume that ports 1, 2, 3, and 4 are
connected to the power unit. You can select ports 1, 2, 3, and 4 at the same time.
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Step 2 Set Port mode to Trunk, Default VLAN to VLAN400, and Allowed VLANs to
VLAN500, as shown in the following figure.

Step 3 To cancel port isolation, choose LAN > Interface Configuration > Port isolation.

Assume that ports 1, 2, 3, and 4 are connected to the power unit. Deselect ports 1,
2, 3, and 4, and click OK.
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----End

5.6 Checking the Cable Connection Result
Step 1 After the configuration is complete and all power units are connected, check the

Interface Panel on the web and check whether the number of ports in Up state is
the same as the number of connected power units. Note that one port is
connected to the commissioning PC.

----End
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6 System Power-On

Step 1 After checking that all cables are correctly connected, close the rectifier front door,
main control front door, and main control rear door of the power unit.

Step 2 Turn on the two AC input circuit breakers using the plastic handle and close the
AC input door.

Step 3 Turn on the upstream circuit breaker of the auxiliary power supply and close the
rectifier rear door.

----End
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