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Securing the cabinet (method 3)
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50 mm - 55 mm
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�w�¯�ž�Ê���ä�ž�”�ñ�à�²�Ê�ª���ì�¯�ž���”�†�“�²�Ê�ž�ì�����Ý�Ã�†�”�ž���ì�¯�ž���Ã�†�à�ª�ž���ý�†�ä�¯�ž�à�ä���©�à�Ñ�É���ì�¯�ž�����ì�ì�²�Ê�ª��
bag onto the expansion bolts and tighten the expansion nuts.

NOTICE

Installing battery pack cables
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BAT+

BAT–

BAT+

The cables between battery 
packs have been connected 
before delivery. You only 
need to connect the 
general output cable of 
battery racks to the rack 
control module (RCM). The 
general output cable on 
the RCM side has been 
connected before delivery.

NOTE

Installing communications cables
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Installing a PE cable for an ESS

or

M12 �Ä�Ç���E�ý�É

DANGER

Ensure that the PE cable is installed securely. 
Inappropriate grounding may cause 
equipment damage and personal injury.

DANGER Wear PPE and use dedicated insulated tools to avoid electric shocks or short circuits.

Installing Cables for ESSs

Installing cables for the DC junction box
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Before connecting cables, ensure that the upstream circuit breakers 
are OFF, and attach warning labels such as "Do not operate."

DANGER

PDC

Installing auxiliary AC power cables
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Third-party AC 
power distribution
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1. Install the RCM cover.

2. After connecting cables, seal all cable holes 

with sealing putty. For details about how to 

seal cable holes, see How to Use and Seal 

Cable Holes delivered with the sealing putty.

3. �/�Ê�ä�ì�†�Ã�Ã���ì�¯�ž���”�†�“�Ã�ž���“�†���ž���Ý�Ã�†�ì�ž�ä��

�Ä��Remove the forklift positioning plates.

5. �/�Ê�ä�ì�†�Ã�Ã���ì�¯�ž���ž���ì�ž�à�Ê�†�Ã���“�Ñ�ì�ì�Ñ�É���“�†���ž���Ý�Ã�†�ì�ž�ä��

Sealing 
putty
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Post-wiring Procedure

1. ���ž�©�Ñ�à�ž���Ý�Ñ�ý�ž�à�²�Ê�ª���Ñ�Ê���ì�¯�ž�����^�^�����ž�Ê�ä�ñ�à�ž���ì�¯�†�ì���†�Ã�Ã���”�²�à�”�ñ�²�ì���“�à�ž�†�À�ž�à�ä���†�à�ž���K�&�&�����ì�¯�ž���ž�ß�ñ�²�Ý�É�ž�Ê�ì���²�ä�����à�É�Ã�����²�Ê�ä�ì�†�Ã�Ã�ž�š�����²�ì�ä��
appearance is intact, all electrical connections are secure, and the surrounding environment is free of foreign 
objects. (For more details, see section "Check Before Power-On" in the user manual.)

2. ���ž�©�Ñ�à�ž���ì�¯�ž�����^�^���²�ä���Ý�Ñ�ý�ž�à�ž�š���Ñ�Ê�����à�ž�É�Ñ�ü�ž���ì�¯�ž���“�Ã�ñ�ž���Ý�à�Ñ�ì�ž�”�ì�²�ü�ž�����Ã�É���©�à�Ñ�É���ì�¯�ž�����^�^���ì�Ñ���†�ü�Ñ�²�š���”�Ñ�É�Ý�à�Ñ�É�²�ä�²�Ê�ª���ì�¯�ž�����^�^���¯�ž�†�ì��
dissipation performance.

3. Turn on the molded case circuit breaker (MCCB) of the DC junction box.
�Ä��Press the button on the lead-acid battery box to power on the lead-acid battery. (This operation is required when a 

�Ý�†�”�À���Ã�ž�ü�ž�Ã�����à�ž���ä�ñ�Ý�Ý�à�ž�ä�ä�²�Ñ�Ê���š�ž�ü�²�”�ž���²�ä���”�Ñ�Ê���ª�ñ�à�ž�š����
5. Remove the RCM cover.
6. Remove the protective cover for the mains AC input wiring terminal (MAINS) and turn on the auxiliary power 

supply switch on the third-party AC power distribution side.
�Ç��Check that the AC voltage of the mains input terminals (MAINS) is within the normal range using a multimeter.
8. �f�ñ�à�Ê���Ñ�
���ì�¯�ž���†�ñ���²�Ã�²�†�à�����Ý�Ñ�ý�ž�à���ä�ñ�Ý�Ý�Ã�����ä�ý�²�ì�”�¯���Ñ�Ê���ì�¯�ž���ì�¯�²�à�š���Ý�†�à�ì�����������Ý�Ñ�ý�ž�à���š�²�ä�ì�à�²�“�ñ�ì�²�Ñ�Ê���ä�²�š�ž���†�Ê�š���²�Ê�ä�ì�†�Ã�Ã���ì�¯�ž���Ý�à�Ñ�ì�ž�”�ì�²�ü�ž��

cover for the mains AC input wiring terminal (MAINS).
�É��Turn on the auxiliary power supply switch on the third-party AC power distribution side.
10.Turn on the residual current circuit breaker (RCCB) and general AC switch QF1.
11.�f�ñ�à�Ê���Ñ�
���ì�¯�ž���†�ñ���²�Ã�²�†�à�����Ý�Ñ�ý�ž�à���ä�ñ�Ý�Ý�Ã�����ä�ý�²�ì�”�¯���Ñ�Ê���ì�¯�ž���ì�¯�²�à�š���Ý�†�à�ì�����������Ý�Ñ�ý�ž�à���š�²�ä�ì�à�²�“�ñ�ì�²�Ñ�Ê���ä�²�š�ž��
12.Reinstall the RCM cover.
13.Turn on the auxiliary power supply switch on the third-party AC power distribution side. Before commissioning the 

system, close the cabinet door.
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MAINS

QF1

MCCB

System Power-On

System Commissioning & Follow-up Procedure
1. Use the Antohill app to deploy the ESS.

2. �Z�ž�²�Ê�ä�ì�†�Ã�Ã���†�Ã�Ã���ì�¯�ž���“�†���ž���Ý�Ã�†�ì�ž�ä���à�ž�É�Ñ�ü�ž�š���©�à�Ñ�É���ì�¯�ž�����^�^�����†�Ê�š���²�Ê�ä�ì�†�Ã�Ã���ì�¯�ž���“�Ñ�ì�ì�Ñ�É���“�†���ž���Ý�Ã�†�ì�ž�ä���Ñ�©���ì�¯�ž���”�†�“�²�Ê�ž�ì��

3. �>�Ñ�”�À���†�Ã�Ã���š�Ñ�Ñ�à�ä���†�Ê�š���¯�†�Ê�š���Ñ�ü�ž�à���ì�¯�ž���À�ž���ä���†�Ê�š�����ì�ì�²�Ê�ª���“�†�ª�ä���ì�Ñ���ì�¯�ž���†�š�É�²�Ê�²�ä�ì�à�†�ì�Ñ�à���©�Ñ�à���©�ñ�ì�ñ�à�ž���ñ�ä�ž��

�Ä�����¯�ž�”�À���ì�¯�†�ì���ì�¯�ž���Ý�†�²�Ê�ì���Ñ�Ê���ì�¯�ž���”�†�“�²�Ê�ž�ì���ž���ì�ž�à�²�Ñ�à���²�ä���²�Ê�ì�†�”�ì�����/�©���Ý�†�²�Ê�ì���¯�†�ä�����†�À�ž�š���Ñ�
�����à�ž�Ý�†�²�Ê�ì���ì�¯�ž���†�à�ž�†���ì�Ñ���†�ü�Ñ�²�š���”�Ñ�à�à�Ñ�ä�²�Ñ�Ê��

Power unit


